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AT1 Wireless microphone 
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This PLL synthesized wireless microphone system operates in the UHF 

band frequency, with two groups of four frequencies.  
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1. Antenna: Detachable UHF antenna with BNC 

connector. 

2. Power Button 

3. RF Red LED: Displays the reception status of the 

RF signal. 

4. AF Green LED: Displays the reception status of 

the AF signal. 

5. UP Channel Button: Tap forward to select an 

interference free channel. 

6. DOWN Channel Button: Tap backward to select 

an interference free channel. 

1. Antenna BNC Receptacle: This provides a connection to the supplied antennas or to coaxial cable 

used with an antenna divider, antenna booster or remote antennas. 

2. Balanced XLR Audio Output 

3. Unbalanced 1/4Ɯ Jack Output 

4. Mic/Line Switch: Use this to adjust the audio output of the wireless microphone system for mic level           

(-20dB) or line-level (0dB). 

5. SQ (Squelch): Turn the squelch to the lowest possible setting (counter clockwise) to eliminate any 

interfering signals. In RF crowded environments (other wireless microphones, LTE, etc.) it can be              

required to increase the squelch level (clock wise) to block out unwanted noise. Please note 

that this will reduce the operating distance of the system, so always seek the lowest possible setting. 

6. DC IN: DC input connector for the supplied AC adapter. 
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1. Power/Mute Button 

2. Power/Mute/Battery Status LED Indicates the 

power/mute/battery level status. 

3. Channel Selector: Change the channel setting 

from 11-14 or 21-24. 

4. Battery Compartment: Insert two AA batteries 

making sure the polarity is correct. 

5. Grille: Protects the microphone capsule and 

protects against wind and breath sound. 
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1. Antenna 

2. Power/Mute Button 

3. Power/Mute/Battery Status LED: Indicates the 

power/mute/battery level status. 

4. Input Connector: 4-pin locking connector (HRS) 

5. Channel Selector: Change the channel setting 

from 11-14 or 21-24 

6. Gain: Rotary control adjusts the sensitivity of the 

transmitterƙs audio to the level of the connected 

microphone or instrument. 

7. 10dB Switch: Activate this switch to attenuate 

the signal by an additional 10dB. 

8. Battery Compartment: Insert two AA batteries 

making sure the polarity is correct. 
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LED Status 

Green Ready 

Red Muted 

Green Flashing On, low battery 

Red Flashing Muted, low battery 

No Light No power 
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1 m 

1 m 

1 m 

2 m 
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For best operation the receiver should be at least 1m above the 

ground and at least 1m away from awall or metal surface to 

minimize reǩections. The transmitter should be at least 2m from 

the receiver, as shown in in the diagram.  

Keep antennas away from noise sources such as digital 

equipment, motors, automobiles and neon lights, as well as away 

from large metal objects. 
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