
Your new Coomber 

Included in the box 

Product Instruction Manual 

1810-16UHF –SET   

Use with Dance Combo v2 

2 AA Batteries 

Mute Button 

Mini XLR input - connect one 

of the microphones provided  

Power LED 

ON/OFF Switch 

Channel Select/Set Buttons  

Sensitivity Switch– change from HI, MID or 

LOW. If the volume of the microphone 

signal is too high resulting in signal 

distortion, reduce the sensitivity.  

Battery compartment  at the back of the 
Transmitter- 

Switch off the unit. Press and slide the 

cover off, insert 2 AA batteries, replace 

cover. 

Display ––channel setting radio frequency 

& battery status.  
(The display backlight will extinguish after a short 
while if none of the buttons are pressed). 

Outside: In ideal conditions the radio microphone will operate up to 30 metres 

from the receiver. Note obstructions, (such as metal objects, vehicles, scaffolding 

etc) between the microphone and the receiver will impede performance. 

 

Indoors: Building structure can affect performance. Dense material, particularly 

steel beams, can interfere with the signal, so it will be worth experimenting to get 

the best results by positioning the receiver at a location most “visible” to the 

microphone user. 

 

Note: Two radio microphones of the same frequency will not operate together - 

one will cancel the other out.  

Remove batteries when the microphone is to be stored for long periods. 

*Any problems always suspect the 

battery first, especially if the audio 

cuts in and out repetitively 

 ON/OFF & Volume Control 

RX LED AF LED 

 Channel selection buttons 

 SET button 

Dance Combo v2  
•  Switch the on/off and volume control on the UHF– PLL 

•  A/B LED will light up to say the receivers are on. 

•  Leave the headband/lapel bodypack switched off. 

•  Set the transmitter on the Dance Combo v2 to a free channel,                                                                                                                                                     

press the SET button, the screen will then flash, select  a channel                                                                                                                                             

and press SET again. If the LED RX lights up but you microphone                                                                                                                                                

is still switched off this means there is interference from other                                                                                                                                                   

signal select a different channel. 

•  Switch on your bodypack and if set to the same channel as the 

receiver using the UP and DOWN then press SET. The RX will light up 

to indicate reception of a radio signal. The LED AF will light up if the 

transmitter transmits an audio signal of sufficient level. 


