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  FEED a CD printed side up into the slot, the CD can be 

CDA format or MP3. 

  EJECT - If pressed this will send the disc  out. 

  SPEED - Turning left enables a slower play speed, 

 turning right allows a faster play speed. Normal speed is 

achieved by turning the control until the centre dent/

notch is felt 

  SOURCE - When the Source key is pressed you can 

toggle between the CD, USB and SD CARD READER. 

  FOLDER-When in “stop “mode, select the folder to be 

played by  scrolling through <<back  or  >> next folder.  

When in the  “play” mode, you can skip the track being 

played to the next or previous  track that is in the folders 

list by pressing << or >>. 

CAUTION    If no sound is heard; 

 Check the mute button on the CD, if playing from a CD/

USB/SD Card. 

Turn up the master volume & input volume to the desired 

level. 

 ……………………………………………………...  

  Using suitable cables such as  (Coomber part no 41242)  

3.5mm jack plug lead connect the headphone output of the 

external device (iPod) to the stereo line input. 

  Use the external device to play and adjust the volume     

after it is plugged in. 

  You can use the Coomber  to adjust the tone & balance 

and volume . 

Remote control & menu features will not control your         

external device. There is no record function on line in. 

 ……………………………………………………..  

Playing a CD/USB/SD Card 

 ……………………………………………………..  

  Always connect the1858 external power supply to                          

the DC in. 

  Then plug the 1858 to the mains supply 

  Switch on power to the unit & leave charging until the 

green LED goes out. 

  You can use the unit while its charging. 

  It can be left charging with the unit switched off.                  

The battery’s charge will be maintained. 

  The unit is fitted with a heavy duty high capacity sealed 

lead acid battery. 

 It can be replaced by removing the base. 

 If the unit is always stored with the batteries fully charged, 

then many years of use should be achieved before               

battery replacement is required. 

 Please note this 44271/0 unit can only be powered with a 

Coomber 1858 power supply please contact Coomber for    

a replacement. 

  The blue power switch LED flashes & speeds up as the 

battery is running low. If it is flashing rapidly connect to a 

mains as soon as possible. 

Connecting an iPod or External 
 audio device 

Volume & Balance control 

 …………………………………………………….. 

  Always adjust volume control to minimum before playing 

particularly if headphones are being used. 

The balance control allows fading between the speakers. 

Maximum output of both speakers is achieved when the dial 

is set to centre point. When turned fully left the right hand 

speaker cuts out completely and visa versa. Ideal where    

music is recorded on one track and voices the other. 

Headphone sockets 

  Connecting headphones to the Master headphone socket 

automatically disconnects the internal loudspeaker. Up to 7 

more pairs of headphones may be connected. 

  Note: If the master socket is not used, the internal        

speakers are not disconnected and sound will be reproduced 

through the internal speakers and any headphone connected. 

This is ideal for eliminating distractions from background 

noise & suffers of Dyspraxia. You can also use headphone 

sockets       as a line out to external amplifiers. 

See Website for Full Safety Information 

• Do not use in confined space. 

• This unit requires 24V DC only 2.7A max. 

• All Coomber equipment is covered by a 12 months warranty against  

  defective components or faulty manufacture from date of dispatch.  

• Any modifications to or misuse of the equipment renders this warranty void. 

• Equipment that is security marked or damaged cannot,  

   under any circumstances, be exchanged. 

• We reserve the right to change products and specifications without notice. 

Power connection 
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 ……………………………………………………..  

The disc drive in your coomber product is a 

compact disc digital audio system with     

mechanic and electronic anti-shock CD, CD-R, 

CD-RW, MP3 and USB / SD / SDHC CARD.  

Please refer to the instructions below for 

the correct CD player operation. 

Features 

ID3 

Display 

Keys 
Repeat 

  USB connection. 

  SD / SDHC Card reader. 

  Variable speed play controller. 

  Slot in disc section. 

  MP3 compatible. 

When playing a MP3 CD and the display 

key is pressed, the LCD display will 

change to show track & ID3 tags 

The following keys will work the same as previous 

and are displayed in a similar format ; play, pause, 

skip, stop and mute. 

EJECT - Open/close has been changed to an 

eject key. If pressed this will move the disc out, a 

CD will automatically fed in when presented at 

the slot. 

SPEED - Turning left enables a slower play 

speed, turning right which allows a faster play 

speed.  

There is a “notch” at the centre position for      

normal speed. 

Source - When the source key is pressed, the  

audio source can be changed through the CD, 

USB and card reader. 

Remote 
A new remote has been supplied 

with the same functionality as the 

buttons on the CD player itself.  The 

new buttons are  explained below. 

Pressing ID3 on the remote enables the MP3      

information to be shown across the screen, by 

clicking ID3 again, it will remove the description of 

the track. 

In MP3 mode and in USB mode. If this key is 

pressed, Play mode is changed cyclically.  

Play all random > Repeat Track > Repeat Folder 

> Play All > Random Repeat > Repeat All. 

In CD mode if this key is pressed, play mode is 

changed cyclically. 

Play all random > Repeat Track > Play All >   

Random Repeat > Repeat All. 

FOLDER-When in “stop “mode, select the folder 

to be played by scrolling through <<back or >> 

next folder.  

When in the “play” mode, you can skip the track 

being played to the next or previous track that is in 

the folders list by pressing << or >>.  

CAUTION If no sound is heard; 

  Check the mute button on the CD, if playing 

from a CD/USB/SD Card.  

  Turn up the master volume & input volume to 

the desired level.  

Folder up and down 

CD manual 
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The cassette deck fitted in your coomber 

product is a full logic mechanism.  

Please refer to the instructions  for correct         

cassette deck operation. 

REC - Press once for record standby.  Press again (or play) for recording. 

 This gives the ability to record from CD drive only 

PLAY-Press to play cassette. 

REW- Press to rewind the cassette tape. 

F.FWD- Press to fast forward the cassette tape. 

STOP- Press to stop cassette tape playback, rewind, fast forward or recording 

Turns Counter - The turns counter gives an 

indication of the current tape position. 

Reset Turns Counter - Pressing the    reset turns 

counter button resets the turns counter to 000. 

Eject - To open and close the cassette tray press 

the EJECT logo.  The tray will latch and  unlatch 

automatically. Insert tape with the readable open 

tape side down, so that it is read by the tape 

heads. 

Variable speed option - This will slow down to    

approx. 30% and speed up to approx. 3%. Record 

speed will be unaffected 

Cassette manual 

……………………………………………………..  ……………………………………………………... 


